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NCNO P NCNO P
 1 DPDT potential free contacts

Sw. Carriage 1

NCNO P NCNO P
2 x DPDT potential 

Sw. Carriage 1 Sw.Carriage 2

NCNO P NCNO P
 free contacts

NCNO P NCNO P
3 x DPDT potential free contacts

Sw. Carriage 1 Sw.Carriage 2

NCNO P NCNO P

Sw.Carriage 3

NCNO P NCNO P NCNO P NCNO P
2 x DPDT potential free contacts

Sw. Carriage 1 Sw.Carriage 2

NCNO P NCNO P
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We reserve the right to modify design and specifications without prior notice.Custom built specs./options available on demand.
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Hermetically sealed switch casing (Config A,B,C,D,F) 



 

 

 

 

DS ‐                  

1. Configuration (Magnetic Switch Carriage x Displacer)   

 

 

 

 
       

One x One (Standard)  A 
One x Two (Split)  B 
Two x Two (Standard)  C 
Two x Three (Standard + Split)  D 
Three x Three (Standard)  E 
Two x Four (Split)  F 
2. Enclosure x Cable Entry 

 

Cast Al IP66 x ¾” ET Gland  J 
Cast Al IP66 x ½” NPT  Double Comp’n Gland  K 
Cast Al IP66 x ½” NPT (F)  L 
Cast Al Ex d Gr IIB x ½” NPT Double Comp’n Gland   E 
Cast Al Ex d Gr IIC x ½” NPT Double Comp’n Gland (Config. A,B,C, D & F)  F 
Cast Al ATEX  Ex d Gr IIB x ½”NPT Double Comp’n Gland  G 
Cast Al ATEX Ex d Gr IIC x ½”NPT Double Comp’n Gland (Config. A,B,C, D & F)  H 
Cast Al Ex d Gr IIB x ½” NPT (F)  M 

Cast Al Ex d Gr IIC x ½” NPT (F)  N 
Cast Al ATEX Ex d Gr IIB x ½” NPT (F) (Config. A,B,C, D & F)  Q 

Cast Al ATEX Ex d Gr IIC x ½” NPT (F) (Config. A,B,C, D & F)  R 
Cast Al IP66 x Plug & Socket   T 
Others  O 

3. Displacer MOC  

 

SS304  N 
SS316  S 
SS316L  L 
PP  P 
PVDF (Config. E)  F 
PTFE (Config. A, B, C, D & F)   T 
Others  O 

4. Process Connection MOC 

 

CS  M 

SS304  N 
SS316  S 
SS316L  L 
PP with steel cladding   P 
PTFE with steel cladding  T 
Others  O 

5. Process Connection Size & Type  
 

80 NB ASME 150 # Flange  1 

Model Identification 



 

 

 

 

 

Model No x Measuring Range x Liquid & its SG x Operating Temperature & Pressure  

 

 

 

 

 

 

 

 

 

 

80 NB ASME 300 # Flange  2 
80 NB ASME 600 # Flange  3 
Others  O 

6. Magnetic Switch Carriage   

 
Micro Switch (2 x SPDT)    M 

Micro Switch in Hermetically Sealed Casing  (2 x SPDT), (A,B,C,D & F Config only)  H 
Others  O 

7. Temperature  
 Standard ‐ 70⁰C (PP),  100 ⁰C (PVDF/PTFE) , 200 ⁰C (Metallic)  S 

High Temp ‐ 300 ⁰C with Radiating Fins   H 
8. Special Features 

 
Without   W 

Low SG Displacer   L 
Others  O 

9. Accessories  

 

Without   W 

CS Stillwell  M 

SS304 Stillwell  N 
SS316 Stillwell  S 
SS316L Stillwell  L 
PP Stillwell  P 
External Chamber (Refer ECT catalog)   C 
Others  O 

Ordering Information 
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